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ABSTRACT
A polymer blend incorporating polyaniline (PAn) was used as a sensing medium in the construction of a resistance
based humidity sensor. Aniline monomer was polymerised to PAn emeraldine salt (ES) in the presence of poly (butyl
acrylate-co-vinyl acetate) and the processable blend was developed by redissolving 1-2 w/w% of the resulting sensing
polymer residue in dichloromethane (DCM). Some of this residue was washed in ammonia solution to de-dope the PAn
to emeraldine base (EB) to act as a protective layer on the surface of the sensing polymer. This residue was then washed
with distilled water until a neutral pH was realised with the waste water, dried and redissolved in DCM at 1-2 w/w% to
create a processable blend barrier polymer solution. The final sensor design utilised 125µm polyester insulated platinum
wire as conducting electrodes that were dip coated in the PAn ES blend solution and dried in a desiccator. A protective
coating was then applied by dip coating in the EB blend solution. The sensors had an overall final thickness of less than
200µm and showed high sensitivity to humidity, low resistance, and good reversibility without hysteresis. The EB
protective layer was shown to give more stable and predictable responses to the sensors when placed inside curing
epoxies. Polymer based thin film humidity sensors have the advantage that the high processability of the material allows
for simple fabrication of a range of geometries including smaller sensor designs. Such sensors may find uses in
detecting water content in a number of areas including composite materials, electronic textiles, food/ electronics
packaging and corrosion detection.
Keywords: Polyaniline, Humidity, Sensor, Conducting Polymer

1. INTRODUCTION
The ingress of water has been well documented to change the mechanical properties of many polymers and polymer
composites. In some composite systems the presence of water can lead to fibre/matrix interfacial breakdown and matrix
[1-4]
whereas in other systems water ingress has been shown to even enhance the energy absorption
degradation
[5]
characteristics of epoxy composites . In either case, the ability to monitor the extent that water ingresses into an epoxy
composite can be a useful tool to determine the strength and condition of the material at any point in time.
Various studies have been conducted into novel materials that can be used to detect humidity. Some studies have
concentrated upon ceramic materials where the change in impedance or dielectric properties of the system were used to
[6-8]
[9-14]
detect the ingress of water
. Other systems incorporate humidity sensing polymers
where either dielectric,
capacitive or resistance based parameters have been found to change with water ingress. Each system in its own right
measures the change in humidity (with consideration taken to hysteresis, linearity and reproducibility) but problems
with overall size and processability of the sensing material can restrict applications in certain areas.
Ceramic humidity sensors based on ZnO, TiO2 and SiO2 films have been developed that show highly sensitive,
[6-8]
. Processability of such designs however can be somewhat tedious requiring high
reversible, linear responses
temperatures and a multi layered construction to the sensor substrate. The use of sol-gels has improved this
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[15-19]

processability
miniaturisation.

but most designs still require a glass or quartz crystal substrate which can restrict the degree of

Much work has also been undertaken into the humidity sensing properties of conducting polymers. It is known that
[20-23]
water increases the electrical conductivity of polyaniline through an increase in the interchain electron transfer
and
[24]
/ or by increasing the mobility of dopant ions . Conductivity increases of several orders of magnitude in the presence
[23-25]
of water have been recorded with linear and reversible responses
.
Polymer based thin film humidity sensors have the advantage that the high processability of the material allows for
simple fabrication of a range of geometries including smaller sensor designs. The ease of processing gives a low cost
sensor, whilst the small size and good mechanical properties give a robust flexible sensor that is able to be used in
applications where dynamic stresses and strains are encountered. With these advantages in mind, the aim of this study
was to design, fabricate and evaluate humidity sensors using processable polyaniline blends as the sensing medium. In
particular, the sensors have been assessed for linearity, sensitivity, bulk resistance, response time, temperature response
and stability within a curing epoxy environment.

2. METHODOLOGY
2.1 Sensor substrate construction
Sensor electrodes were made from 125µm platinum wire that was insulated with a 14µm polyester coating, as supplied
from Goodfellow (UK). A 5cm section of wire was cut, then folded in half and its ends were twitched together to create
two parallel wires electrodes connected at one end by a loop of bare platinum. The insulation coating from both ends
was removed by scorching with a hot Bunsen burner flame. The parallel wire sections were glued together in a flat
orientation with cross-linked poly vinyl alcohol (PVA) and left to dry before the platinum wire loop was cut. The final
substrate was checked to ensure that its thickness was no more than 150µm and the spacing between electrode ends was
less than 1mm. A typical finished sensor substrate can be seen in Figure 1.
a)

b)

20mm

1cm

Figure 1) (a) Finished sensor substrate ready for coating, and (b) as seen at higher magnification showing bared insulation and gap of
approx. 250µm.

2.2 Polymer Blends
A processable polymer was made by the chemical polymerisation of aniline monomer to emeraldine salt (ES) with
ammonium persulphate, in an emulsion of poly (butyl acrylate-co-vinyl acetate) P(BuA-VAc) copolymer (40 w/w%)
[26]
[27, 28]
. The P(BuA-VAc) copolymer (Scheme I) was synthesised according to previously reported methods
and the
final polymerisation took place with camphor sulphonic acid (HCSA) being used in excess as the dopant. The end
product was purified with a de-ionised water wash prior to centrifuging and the resulting solid was dried to a powder.
The PAn percentage was determined from elemental analysis to be 15 w/w% in the developed PAn/ P(BuA-VAc) blend.
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Some of the resulting powder was washed in ammonia solution to de-dope the PAn to emeraldine base (EB) (Scheme
1). This residue was then washed with distilled water until a neutral pH was realised with the waste water, and this was
then also dried to a powder. The two polymers (ES and EB) were separately redissolved in CH2Cl2 solvent at 1-2% by
weight to create dark green and dark blue liquids respectively which could be readily stored in an easily processable
form.

poly(Butyl Acrylate -co- Vinyl Acetate)

polyaniline (emeraldine salt)

Scheme I)

polyaniline (emeraldine base)

2.3 Development of the sensors
The sensor substrate was dip-coated with the PAn ES blend that was to be used as the sensing material and allowed to
dry completely in a desiccator. After drying, on several other sensors a second protective layer of the PAn EB was
applied to the surface by dip coating. This layer was applied to stabilise the ES sensing material and protect it from the
possibility of any further de-doping, which would lead to a loss in conductivity and a change in the humidity response.
With this overall design the width of the conducting electrodes was the main limiting factor to the overall size. The
width was kept to a minimum by aligning the electrodes under a microscope ensuring that no short circuits were present
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using a standard multimeter. The width was thus kept to around 500µm or less before the process of polymer dipcoating. The polymer coating thickness was examined under a microscope and was estimated to be 25µm or less for
each of the polymer coatings (PAn P(BuA-co-VAc) ES and PAn P(BuA-co-VAc) EB) on the produced sensors.
2.4 Testing the sensors
An Agilent 34401A Multimeter was used to measure resistances across the sensors when placed in chambers of varying
humidity. The relative humidities (RH) in each chamber were created using saturated salt solutions of LiCl, MgCl2,
Ca(NO3)2, NaNO3, and Distilled water which correspond to relative humidities of 11, 33, 51, 74 and 95% respectively
[29]
. A chamber containing silica gel was also used and was found to give a 3% RH after checking with a commercial
humidity sensor. The resistance for each humidity level was measured after equilibration in each of the humidity
chambers to produce an overall bulk resistance calibration curve for each sensor. The resistance reading at 95%RH for
each sensor was set as a baseline and the % change in resistance was then calculated for each RH and second calibration
curve produced.

3. RESULTS AND DISCUSSION
3.1 Linearity/ Sensitivity
A standard calibration curve for 15 w/w% PAn ES blend was found to show an exponential response from 3 to 95%RH
and showed high sensitivity with over a 300% resistance change from 11 – 74%RH. Calibration curves for the 15 w/w%
PAn ES blend with EB protective coating responses were also found to be exponential and from 11 – 74%RH showed
that both the overall response and sensor sensitivities were not compromised when compared to uncoated sensors. A
high sensitivity was recorded with over a 300% resistance change from 11 – 74%RH.
Each of the sensor types were especially sensitive for low RH changes. The %change in resistance calibration curves
were repeated many times for each blend and the average values can be seen in Figure 2) along with the standard
deviation at each RH level.
3.2 Effect of Electrode Separation
The final spacing of the conducting electrodes was found to be the main factor in determining the resulting sensor
resistance. With electrodes that were less than 1mm apart, each blend gave sensors that showed bulk resistance
measurements (at 3% RH) less than 10 kΩ, making it an appropriate transducer for practical applications.
3.3 Response Time
The rate of water ingress into or out of the polymer was seen to be dependant on the differential between the current
concentration of water in the sensor and the concentration of water in the surrounding atmosphere. As could be
expected, the larger this differential, the longer the time needed to reach equilibrium in the sensor and the times required
to reach equilibrium for humidifying stages were much faster than that for desiccating stages. It was seen for the largest
differential (from 3 to 95% RH) the uncoated sensors took approximately 4 to 5 hours to reach 90% of the equilibrium
resistance on humidifying, whereas 24 hours was required to reach 90% of the equilibrium resistance on desiccating. As
could be expected, the EB coated sensors took longer for each of these steps taking approximately 6 to 7 hours to reach
90% of the equilibrium resistance on humidifying and 30 hours was required to reach 90% of the equilibrium resistance
on desiccating.
In general, the sensors required several hours to equilibrate after a step change in RH. It is expected that producing
thinner coatings over a substrate with a smaller gap between platinum wire electrodes could further reduce the sensor
response time.
3.4 Temperature Response
The sensors have been found to be slightly responsive to temperature as shown by the calibration curve from
temperature changes of 5 to 60ºC in constant 3% RH, seen in Figure 3). Similar resistance decreases have been reported
[30-32]
with increases in temperature
and likewise have been attributed to an increased mobility and movement of either
conducting electrons or un-doped dopants.
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Figure 2) %Change in resistance calibration curve for a) PAn P(BuA-co-VAc) ES sensors and b) PAn P(BuA-co-VAc) ES sensors
with and without EB protective coating over varying relative humidity

3.5 Sensor response inside epoxies
Sensors were embedded inside the epoxy polymer Araldite 2015 (Huntsman) to ascertain the stability of the
performance for possible use in measuring water content in epoxy composites. Initially it was discovered that a sudden,
unrecoverable increase in resistance was recorded with the embedding of PAn ES sensors (uncoated) that pushed the
resistance out of range of the multimeter and creating a virtual open circuit. This phenomenon was attributed to a de-
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Figure 3) Typical temperature calibration curves for four different 15 w/w% PAn P(BuA-co-VAc) ES sensors in a constant 3% RH

doping of the conducting polymer PAn emeraldine salt (ES), to the non conducting emeraldine base (EB) form in the
presence of the alkaline, amine rich hardener component of the epoxy blend.
To verify this de-doping process, further sensors were constructed and embedded inside Araldite 2015 and the surface
was ground down after curing and dry polished to view a clear cross-section of the sensor substrate. A typical image of
this cross-section may be seen in Figure 4).

PAn ES

PAn EB

Pt Wire
Substrate
40µm

Figure 4) Typical image of a PAn P(BuA-co-VAc) ES sensor cross section after embedding in Araldite 2015
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From these images it was found that the outside surface in direct contact with the Araldite 2015 showed a clear colour
change and had indeed been converted to the EB form of PAn up to a depth of approximately 10-20 µm, which was
further verified by examination and comparison of a map of Raman spectra across the surface.
With larger initial coating thicknesses (greater than 30 µm), the polymer thickness directly between the conducting
electrodes was found to be 60 µm or greater. Once embedded in Araldite 2015, it was seen that again the outside layer
was deprotonated to a depth of 10 – 20µm, which still left a 20 - 40 µm pathway of conducting PAn ES. In essence,
these sensors should still be conductive and show a clear response. The two sensor types PAn ES (unprotected) and PAn
EB coated were placed in a desiccating chamber, allowed to stabilise, and then coated with Araldite 2015. The sensor
response was monitored over time and compared.
When embedded at constant RH, each of the sensors showed an initial drop in resistance (from the uncured epoxy) and
started to reach stability after complete curing of the epoxy (24 hrs). This response may be seen in Figure 5). With the
increased coating thickness of the unprotected sensors, it was seen that the de-doping of the polymer surface was not to
the extent to irreversibly increase the overall resistance of the sensor out of range, and a clear response was recorded. It
was seen though, that sensors of the same type (PAn P(BuA-co-VAc) ES – unprotected) showed quite different sensing
material responses. With this in mind, concerns must be had to the stability and predictability of the unprotected
sensor’s performance once embedded in epoxy.
The EB coated sensors on the other hand, show responses that almost overlapped albeit with a slightly slower response.
From these initial results it can be concluded that the EB coating is acting as a successful barrier to the de-protonating
nature of the Araldite 2015 epoxy, and ensuring a more consistent response within the sensor.

250.00
ES sensor 1 (uncoated)
ES sensor 2 (uncoated)
EB coated sensor 1
EB coated sensor 2

% Change in Resistance

200.00

150.00

100.00

50.00

0.00
0
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20

25
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Figure 5) Sensor response of EB coated and uncoated sensors once embedded in Araldite 2015 at constant 3% RH

4. CONCLUSIONS
Micro humidity sensors were constructed from a polyester insulated platinum wire substrate to have a thickness of no
more than 150µm. Two processable polyaniline blends for substrate dip-coating were developed both with a butyl
acrylate / vinyl acetate copolymer (P(BuA/VAc)), each with 15 w/w% PAn in the final sensing material. One of the
blends consisted of PAn in the conducting emeraldine salt ES form and the other with PAn in the non-conducting
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emeraldine base form. Two sensor types were produced that consisted of the PAn ES as the sensing material, with one
type utilising a further PAn EB coating as a protective barrier layer against ES deprotonation. The sensors were
investigated for their ability to sense atmospheric humidity and water content.
Both sensor types showed consistent and measurable responses. Each sensor type showed exponential responses with
high sensitivity representing over a 300% resistance change from 11 – 74%RH. Calibration curves for the EB coated
sensors were found to show the same shape and sensitivity was not compromised from the EB coating. Similarly, a high
sensitivity was recorded with over a 300% resistance change from 11 – 74% RH.
The EB coating on the sensors was shown not to harm the overall performance of the standard uncoated sensors and to
act as a protective layer ensuring a more stable and predictable response when placed inside a curing epoxy
environment. Further comparisons of resistance vs relative humidity are currently being undertaken for sensors before
and after embedding in epoxy.
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